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REFER TO DESIGN STANDARDS, "SITE & BUILDING
EXTERIOR" CHAPTER FOR MAIN REQUIREMENTS
RELATED TO THIS SHEET.

1. BUILDING ELEVATIONS ARE APPROXIMATE AND 
WILL VARY BASED UPON STRUCTURAL SYSTEM.

2. REFER TO EXTERIOR FINISH INDEX FOR MATERIALS 
AND COLORS.

3. PROVIDE INTERNAL DOWNSPOUTS, GUTTERS, 
ROOF DRAINS, AND OVERFLOWS AS REQUIRED FOR 
LOCAL RAINFALL. PROVIDE SECONDARY 
OVERFLOWS TO DAYLIGHT IN AREAS THAT WILL 
NOT DRAIN ACROSS WALKING SURFACES.

4. IF EQUIPMENT IS LOCATED ON THE ROOF, SCREEN 
EQUIPMENT SO THAT IT IS NOT VISABLE TO THE 
GUEST AT GRADE LEVEL.

5. REVEALS VARY IN DEPTH AND WIDTH ACROSS 
BUILDING ELEVATION.

6. ALL EXTERIOR FINISH MATERIAL SHOULD BE 
SELECTED FROM A SINGLE VENDOR TO AVOID 
CONFLICTING INSTALLATION DETAILS AT BUILIDNG 
EDGE AND CORNERS.
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